SLOPE SAME AS SHOULDER EXCEPT FOR FLEXIBLE
PAVEMENTS HAVING FULL WIDTH BITUMINOUS
STABLIZED BASE COURSE WHERE THE SLOPE

SHALL BE THE SAME AS BOTTOM OF BASE. ¢
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SLOPE SAME AS SHOULDER EXCEPT FOR FLEXIBLE
PAVEMENTS HAVING FULL WIDTH BITUMINOUS
STABLIZED BASE COURSE WHERE THE SLOPE
SHALL BE THE SAME AS BOTTOM OF BASE.
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ORIGINAL GROUND LINE
/ L

SLOPE SAME
il
h \ﬁIGINAL ROCK LINE
UNDERGRAD ING UNDERGRADING
LIMITS LIMITS
IN ROCK OVER PARTIAL WIDTH OF ROADBED GENERAL NOTES:

ALL DIMENSIONS SHOWN ARE IN mm UNLESS OTHERWISE NOTED
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ORIGINAL GROUND LINE

SLOPE SAME AS ABOVE
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IN UNSUITABLE MATERIAL

UNDERGRADING LIMITS
(FLEXIBLE OR RIGID PAVEMENTS)

SLOPE SAME AS ABOVE

NO HEAVY RED PLASTIC CLAY, FIRECLAY
OR OTHER UNSUITABLE SUBGRADE MATERIAL
TO BE PLACED ABOVE THIS LINE.
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